
It never met a microplate it didn’t like

Superior microplate fi lling fl exibility



The WellMate offers superior microplate fi lling fl exibility. The fi rst instrument of its kind to 

offer disposable, pre-sterilized tubing cartridges, rapid dispensing, and dynamic volume range 

(1µL to 2,000µL), the WellMate accommodates virtually any microplate format — from 6 to 384 

wells and low profi le style plates, to deep well tubes and blocks with heights from 10mm to 

89mm. The optional stacker unit provides walk away capability for even greater throughput.

Features

• Dispensing head with adjustable height

• Disposable, pre-sterilized tubing cartridges with
several needle options

• Reusable Tefl on®-coated stainless steel needle
tubing cartridge option

• Discrete well/column fi lling

• Optional Stacker Unit 

• RS232 communication port and OCX software

Benefi ts

• One instrument accommodates standard or deep well height 
plates, and blocks or storage tubes up to 89mm.

• Flexibility to pipet everything from sensitive cellular 
materials to high vapor pressure fl uids.

• Excellent viscous fl uid dispensing.

• Superior fl exibility in dispensing locations, enabling 
dispensing into 6, 12, 24, 48, 96 & 384-well plates.

• Walk away capability for increased throughput levels.

• Simple integration with other platforms.

Removable Waste Fluid Reservoir

Easy Push-Button Removal System for 
Disposable Tubing Cartridges

Disposable Tubing Cartridge

Chemically-Resistant Drip Tray

Universal Footprint Stage 
Accommodates 

6-384 Well Plates

Height-Adjustable 
Dispense Manifold

Keypad User Interface



Straightforward Programming Simply enter 
the height of the plates to be fi lled and press 
start. Optical sensors at the bottom of each 
stacker base monitor the presence of plates. A 
plate-fi lling run continues until no more plates 
are detected – true walk away fi lling. 

Tall Chimney Stackers Each tall chimney 
accommodates up to 50 standard height plates 
and is compatible with deep well and low profi le 
plates.

Short Chimney Stackers Each short chimney 
accommodates up to 25 standard height plates 
and is compatible with deep well and low 
profi le plates. The WellMate, stacker, and short 
chimney combination fi ts in most standard sized 
bio-safety cabinets.

Re-Stacking The WellMate Stacker re-stacks 
processed plates back into the order they were 
fi rst processed for any timed applications.

De-Lidding For application requiring the use of 
lidded plates, the stacker has the ability to de-lid 
and re-lid when used with Matrix automation– 
friendly universal lids.

Outstanding Functionality in a Compact 
Design. The WellMate’s small footprint makes it 
ideal for space-conscious laboratories, and can be 
operated inside a biological safety cabinet. 

Broad Microplate Compatibility. The 
WellMate is compatible with a broad range of 
standard, low profi le and deep well microplates, as 
well as 6, 12, 24, 48, 96, and 384-well.

Chemically-Resistant Drip Tray. 
Prevents spills from contacting electronics.

Visual/Audible Safety System. Prevents 
operation when the tubing is not clamped correctly.

Standard 9-Pin RS232 Programming 
Capability & OCX Software. Flexible robotic 
integration.

Simple Pump Controls. Fast, easy priming 
and emptying of tubing lines. Fluid fl ow can be 
reversed to recover valuable reagent contained in 
the lines.

Optional Stacker Unit. Walk away capability 
for virtually any throughput level. All WellMates 
are fi eld upgradable. Accommodates low profi le, 
standard, and deep well height plates.

Precision Dispensing – Science or Art? 
Recognizing dispensing as a scientifi c “art,” Matrix 
developed the WellMate to enable specifi c plate 

columns to be selected and fi lled, the dispense nozzles to be fi nely tuned to dispense liquid 
toward the front or back of each well, and with the ability to teach left/right well offsets, thereby 
enabling dispensing into any well position.

Disposable Tubing Cartridges: Can be quickly and easily replaced, eliminating the 
need for service or calibration. Cartridges are pre-sterilized and individually packaged.

• Standard-Bore Nozzle — For volumes above 20µL, and 6 to 96-well plate fi lling. 

• Small-Bore Nozzle — For lower volume (1.0µL and above) applications, 
and 6 to 384-well plate fi lling.

Reusable Tubing Cartridge: Tefl on-coated stainless steel tip cartridge for use with 
viscous fl uids, 6 to 384-well dispensing, and low profi le plates. 

 Tubing Cartridges

Stacker
Developed with simplicity and ease of use in mind, the WellMate 
Stacker is a perfect complement to any WellMate plate fi ller. A 
simple linear plate mechanism shuttles tall, standard, and low profi le 
microplates quickly and effortlessly from the storage chimneys to the 
WellMate dispensing position.



WellMate Stacker Features and Benefi ts

Removable Stacker Chimneys Lightweight and easily removable to load offl ine or 
transfer to Matrix’s PlateMate® Plus.

Front Loading Effi cient re-loading and easy plate access; stacker doors 
secure plates.

Universal Plate Stackers Accommodates virtually any style standard, low profi le, 
deep well plates, and tube racks without adjustment. 

Simple Operation Set the plate height on the keypad and start!

Variable Capacity 
Stacker Chimneys

Short plate stacker chimneys are perfect for biological 
safety cabinets and fi t up to 25 standard height plates.

Tall plate stacker chimneys accommodate up to 
50 standard height plates.

Stacker chimneys are 
compatible with the 
Matrix PlateMate Plus System

Simple, secure plate transfers from the WellMate to the 
PlateMate Plus.

Contact Your Matrix Representative or Customer Service Today to Arrange a Demo.
1.800.345.0206 or info@matrixtechcorp.com

Corporate Headquarters:  Hudson, NH 03051 USA   |  Tel: 603.595.0505   |   800.345.0206    |   email:  info@matrixtechcorp.com

European Headquarters: Cheshire SK9 3LP UK  |  Tel: +44 (0) 161 486  2110   |  email: info@matrixtechcorp.eu.com

Asia Pacific Headquarters: Tokyo 101-0032 Japan   |  Tel: +81 (0)3  5687  5787   |   email:  asia@matrixtechcorp.com


